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When filling with fuel, do not add any more fuel after the fuel 
supply has automatically stopped.  If too much fuel is added, 
there is danger that the fuel may expand because of the rise in 
the ambient temperature and cause the fuel to overflow.
Spilled fuel may cause fire, so always wipe off any spilled fuel 
completely.
Fuel is highly flammable and a dangerous substance, so do not 
bring any fire or flame close.

Turn the engine starting switch to the ON position, then check the 
fuel level with fuel gauge G .
After checking, return the starting switch to the OFF position.

1.
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●

●

●

After traveling for one hour, stop the machine for 30 minutes and 
check the tires and all parts for any abnormality.  Check the oil level 
and coolant level also.
When stopping the machine in extremely cold areas, do as follows.
To prevent the radiator water temperature from rising suddenly, do 
not suddenly stop the engine.  Gradually cool the radiator water down 
before stopping the engine.
Always travel with the bucket empty.
Never put dry ballast in the tires when traveling.
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15.3   AFTER STORAGE
NOTICE
     If the machine is stored without carrying out the monthly rust 

prevention operation, request your Komatsu distributor for service.
      Carry out the following procedure when taking the machine out of 
long-term storage.

Wipe off the grease from the hydraulic cylinder rods.

Add oil and grease to all places.
Check that there is no rust on the engine pulley and no abnormality 
in the belt.
If there is excessive rust on the belt contact surface of the pulley, 
remove it with a wire brush.
If the belt is loose, adjust the belt tension to ensure that there is no 
slipping.

●

●

●

●

     For details of the procedure for adjusting the belt tension, see "24.6.2.
CHECK TENSION OF FAN BELT, ALTERNATOR BELT, ADJUST".https://tractormanualz.com
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Every 3 years

Alarm

Seat belt 1

2

30
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Turn the engine starting switch to the ON position, then check the 
fuel level with fuel gauge G .
After checking, return the starting switch to the OFF position.

1.

When filling with fuel, do not add any more fuel after the fuel 
supply has automatically stopped.  If too much fuel is added, 
there is danger that the fuel may expand because of the rise in 
the ambient temperature and cause the fuel to overflow.
Spilled fuel may cause fire, so always wipe off any spilled fuel 
completely.
Fuel is highly flammable and a dangerous substance, so do not 
bring any fire or flame close.
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